
 PUMP DATA SHEET
Model PH-251E Title Sheet No.

1 Customer Agent No.
2 Location Date Issued
3 Item No. Plant Name
4 Service Quantity  Set(S)    ■ Indoor  □ Outdoor
5 OPERATING CONDITION
6 Liquid Water Flow 210 ℓ/min(at Ht 4m)
7 Pumping Temp    80  ℃ Suct.Press Kg/㎠G
8 Sp. Gr. @P.T     1 Disch.Press Kg/㎠G
9 Vap. Press @P.T 1  Kg/㎠A Diffr.Press Kg/㎠G
10 Visc @P.T     1  Cp Total Head 7.5 m
11 MATERIALS
12 ■Horizontal □Vertical Efficiency % (Parts" Name)Symbol(KS)
13 Number of Stage 1   Stage Rated Power 250 W CASING GC150
14 Speed 2900 rpm Input 520 W SHAFT STS410
15 Rotation  ■CW □CCW (view from driver) IMPELLER NORYL
16  Bore Size(Dia) Rating Face Position
17 Suction 65mm(2-1/2")  Kg/㎠ ■FF,□RF □End □Top ■Side
18 Discharge 65mm(2-1/2")  Kg/㎠ ■FF,□RF □End □Top ■Side
19 Impeller Type  ■Peripheral ■Single Suct. □Double Suct HYDROSTSTIC  
20 Flow Direction  ■Radial  □Mixed  □Axial Casing 4 Kg/㎠ 3 Min.
21 Shaft Seal  □G/P,  ■M/S Shaft Sleeve □Yes ■No Jacket    Kg/㎠   Min.
22 Mounting  ■Foot  □Centerline  □Bracket TESTING
23 Lubrication Type  □Grease  □Oil Bath (Items) (witness)
24 Cooling  □Stuff.Box □B/R Housing ■No Cooling Run Perform. ■Yes □No □Yes ■No
25 Radial Bearings #6202zz Thrust Bearing #6202zz Hydrostatic ■Yes □No □Yes ■No
26 PUMP DRIVER SPARE PARTS
27  ■Motor □Engine □Turbine V/Phase/Hz    220  /  1Φ / 50 Set(S)
28 Maker WILO Motor Frame No. Set(S)
29 Type SEMI OPEN Furnished by  ■ WILO   □ Customer Set(S)
30 Power 520W (0.69HP) Mounted  ■ WILO   □ Customer Set(S)
31 Pole & Speed 2p 2900rpm Insulation Class  □B   ■ E  □ F Set(S)
32 ACCESSORIES (□Supplied : WILO) Set(S)
33 □Base Plate  □ Steel Channel  Set(S)
34 □Foundation Bolts & Nuts Set(S)
35 Coupling  □ Sun Flex   □ Flange  □ Grid □Coupling Guard Set(S)
36 □Press. Gauge Set(S)
37 □Collar or Plug for Drain & Air Vent. Set(S)
38 □Sealing Flushing Pipe Set(S)
39 ■Mechanical Maker NEK Model & Size PAI  15  
40   Seal Type Cooler NO  
41 API 610 Plan WEIGHT
42 ■ Companion Flange Pump / Bed Kg
43 □ Special Tools Driver  Kg
44 Total Wt. 21 Kg
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Temp.
7.5 m AMB.

Power Supply Casing
Pole & Speed Pole, 2900 RPM Impeller
Output 250 W Suction Dia 65(2-1/2") mm Shaft
Fluid Discharge Dia 65(2-1/2") mm Frame

TITLE
ITEM NO.
DATE
LOCATION
CUSTOMER

Water SCP1

1Phase 220V 50Hz GC150
2 Noryl

■ Closed □ Semi-Open □ Open

STS410

ESTIMATED PERFORMANCE CURVE

MODEL : PH-251E

Capacity(ℓ/min) Total Head Impeller Type
210(at Ht 4m)
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