KQ PUMPS

WQ/E Series Small Submersibe Sewage Pump

71 The flow passage is unobstructed
and not easily blocked

7| Unique combination of mechanical
seals and bearings,Shaft depth is
short, stiffness is large

7| Pumps are designed for various
installation ver-sions

7' Mechatronics, Safety and Reliability,
Easy Maintenance

0T Carhnied[varsinm 2015 )



The numeber sized motor is 7.5KW and below WQE submersible pump is newly launched , Absorbing the
advantages of similar products at home and abroad, kaiquan company products in the market over the years
of experience in the use of hydraulic model, mechanical structure and sealing aspects of a comprehensive
optimization design, and solid and anti-winding performance, high efficiency and energy saving, strong
reliability; Simpler structure, easier disassembly, maintenance, more economical and practical;Various
installation methods, simplified pump station, and cost saving.

Summa

WAQ/Esmall submersible pump is suitable for the following applications:raw water supply, irrigation
system, ground water lowing, fountain application and mining dewatering.

Operating condition

1. 380V, 3 phase, 50hz

2. ambient temperature less than 40°C, PH: 4-10. medium desity<1050kg/m?.

3. lowest installation water level mark as -

4. Cannot be used in highly corrosive and abrasive media containing solid particles

5. Clean, thin, non-aggressive liquids without solid particles or fibres which is smaller than 80% of the
pass through tunnel.



WQ/E new VS old model parameter

Max
Diameter | Flow | Head | Rotation Matched pass | weight
Serial No. New model Old model rate speed | PORET through
partical

mm mih | m /min kW mm kg
1 40WQ/ES- 8- 0.37 40WQ/E264- 0.37 40 5 8 2825 0.37 15 18
2 40WQ/EG- 12- 0.55 40WQ/E265- 0.55 40 6 12 2825 0.55 15 20
3 S50WQ/E8- 14- 0.75 50WQ/E256- 0.75 50 8 14 2825 075 15 22
4 50WQ/E10- 16- 1.1 S50WQ/E257- 1.1 50 10 16 2825 1.1 15 23
5 50WQ/E22- 6- 0.75 S50WQ/E240- 0.75 50 22 6 2825 0.75 21 22
6 50WQ/E26- 9- 1.1 S0WQ/E249- 1.1 50 26 9 2825 1.1 21 23
7 50WQ/E10- 20- 1.5 S50WQ/E258- 1.5 50 10 20 2840 15 14 26
8 50WQ/E12- 24- 2.2 S0WQ/E259- 2.2 50 12 24 2840 22 14 30
9 S0WQ/E30- 10-1.5 50WQ/E241- 1.5 50 30 10 2840 15 25 29
10 50WQ/E20- 14-1.5 S0WQ/E242- 1.5 50 20 14 2840 1.5 24 26
1" S50WQ/E30- 14- 2.2 S50WQ/E243- 2.2 50 30 14 2840 22 28 32
12 50WQ/E12- 30- 3 50WQ/E254- 3 50 12 30 2880 3 21 40
13 S0WQ/E18- 32- 4 50WQ/E255- 4 50 18 32 2890 4 21 42
14 50WQ/E15- 44- 5.5 50WQ/E262- 5.5 50 15 44 2920 55 20 64.5
15 65WQ/E33- 18- 3 65WQ/E251- 3 65 33 18 2880 3 26 42
16 65WQ/E40- 22- 4 65WQ/E248- 4 65 40 22 2890 4 26 44
17 65WQ/E40- 30- 5.5 65WQ/E245- 5.5 65 40 30 2920 5.5 26 63
18 65WQ/E40- 38- 7.5 65WQ/E250- 7.5 65 40 38 2920 7.5 26 73
19 80WQ/ES0- 10-2.2 80WQ/E244- 2.2 30 50 10 2840 2.2 28 35
20 80WQ/ES52- 12- 3 80WQ/E261- 3 80 52 12 2880 3 32 44
21 80WQ/ES8- 16- 4 80WQ/E260- 4 80 58 16 2890 4 32 45
22 80WQ/EGO- 19-5.5 80WQ/E252- 5.5 80 60 19 2920 5.5 31 64.5
23 80WQ/ET70- 22-7.5 80WQ/E246- 7.5 80 70 22 2920 7.5 31 73
24 100WQ/E75- 9- 3 100WQ/EA77- 3 100 75 9 1420 3 48 61
25 100WQ/E80- 11- 4 100WQ/EA72- 4 100 80 11 1440 4 48 65
26 100WQ/E130- 10- 5.5 100WQ/E473- 5.5 100 130 10 1440 5.5 51 101
27 100WQ/E150- 11-7.5| 100WQ/E478- 7.5 100 150 1" 1440 7.5 51 113




